
256 

47 CFR Ch. I (10–1–05 Edition) § 25.217 

1610 MHz band-segment to an extent 
determined by linear interpolation 
from ¥70 dBW/MHz at 1605 MHz to ¥46 
dBW/MHz at 1610 MHz, averaged over 
any 2 millisecond active transmission 
interval. The e.i.r.p of discrete emis-
sions of less than 700 Hz bandwidth 
from such stations shall not exceed a 
level determined by linear interpola-
tion from ¥80 dBW at 1605 MHz to ¥56 
dBW at 1610 MHz, averaged over any 2 
millisecond active transmission inter-
val. 

(i) The e.i.r.p density of carrier-off 
state emissions from mobile earth sta-
tions manufactured more than six 
months after FEDERAL REGISTER publi-
cation of the rule changes adopted in 
FCC 03–283 with assigned uplink fre-
quencies between 1 and 3 GHz shall not 
exceed -80 dBW/MHz in the 1559–1610 
MHz band averaged over any two milli-
second interval. 

(j) A Root-Mean-Square detector 
shall be used for all power density 
measurements. 

[69 FR 5710, Feb. 6, 2004, as amended at 70 FR 
19318, Apr. 13, 2005] 

§ 25.217 Default service rules. 
(a) The technical rules in this section 

apply only to licenses to operate a sat-
ellite system in a frequency band 
granted after a domestic frequency al-
location has been adopted for that fre-
quency band, but before any frequency- 
band-specific service rules have been 
adopted for that frequency band. 

(b)(1) For all NGSO-like satellite li-
censes for which the application was 
filed pursuant to the procedures set 
forth in § 25.157 after August 27, 2003, 
authorizing operations in a frequency 
band for which the Commission has not 
adopted frequency band-specific service 
rules at the time the license is granted, 
the licensee will be required to comply 
with the following technical require-
ments, notwithstanding the frequency 
bands specified in these rule provisions: 
§§ 25.142(d), 25.143(b)(2)(ii), 
25.143(b)(2)(iii), 25.204(g), 25.210(c), 
25.210(d), 25.210(f), 25.210(i), 25.210(k), 
and 25.210(l). 

(2) In addition to the requirements 
set forth in paragraph (b)(1) of this sec-
tion, the Commission will coordinate 
with the National Telecommunications 
and Information Administration 

(NTIA) regarding the operations of any 
licensees authorized to operate in a 
shared government/non-government 
frequency band, pursuant to the proce-
dure set forth in § 25.142(b)(2)(ii). 

(3) Earth station licensees authorized 
to operate with one or more space sta-
tions described in paragraph (b)(1) of 
this section shall comply with the re-
quirements in § 25.136. In addition, 
earth station licensees authorized to 
operate with one or more space sta-
tions described in paragraph (b)(1) of 
this section in frequency bands shared 
with terrestrial wireless services shall 
comply with the requirements in 
§ 25.203(c). 

(c)(1) For all GSO-like satellite li-
censes for which the application was 
filed pursuant to the procedures set 
forth in § 25.158 after August 27, 2003, 
authorizing operations in a frequency 
band for which the Commission has not 
adopted frequency band-specific service 
rules at the time the license is granted, 
the licensee will be required to comply 
with the following technical require-
ments, notwithstanding the frequency 
bands specified in these rule provisions: 
§§ 25.142(d), 25.143(b)(2)(iv), 25.204(g), 
25.210(c), 25.210(d), 25.210(f), 25.210(i), 
25.210(j), 25.210(k), and 25.210(l). 

(2) In addition to the requirements 
set forth in paragraph (c)(1) of this sec-
tion, the Commission will coordinate 
with the National Telecommunications 
and Information Administration 
(NTIA) regarding the operations of any 
licensees authorized to operate in a 
shared government/non-government 
frequency band, pursuant to the proce-
dure set forth in § 25.142(b)(2)(ii). 

(3) Earth station licensees authorized 
to operate with one or more space sta-
tions described in paragraph (c)(1) of 
this section shall comply with the 
earth station antenna performance 
verification requirements in § 25.132, 
and the antenna gain pattern require-
ments in §§ 25.209(a) and (b). In addi-
tion, earth station licensees authorized 
to operate with one or more space sta-
tions described in paragraph (c)(1) of 
this paragraph in frequency bands 
shared with terrestrial wireless serv-
ices shall comply with the require-
ments in § 25.203(c). 
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(4) In addition to the requirements 
set forth in paragraph (c)(3) of this sec-
tion, earth station licensees with a 
gain equivalent or higher than the gain 
of a 1.2 meter antenna operating in the 
14.0–14.5 GHz band, authorized to oper-
ate with one or more space stations de-
scribed in paragraph (c)(1) of this para-
graph in frequency bands greater than 
14.5 GHz shall be required to comply 
with the antenna input power density 
requirements set forth in § 25.212(c). 

(d) Applicants requesting authoriza-
tion of a satellite subject to paragraphs 
(b) or (c) of this section must submit a 
narrative statement describing the de-
bris mitigation design and operational 
strategies, if any, that they will use. 
Applicants are specifically required to 
submit a casualty risk assessment if 
planned post-mission disposal involves 
atmospheric re-entry of the spacecraft. 

(e) In the event that the Commission 
adopts frequency band-specific service 
rules for a particular frequency band 
after it has granted one or more space 
station or earth station licenses for op-
erations in that frequency band, those 
licensees will be required to come into 
compliance with the frequency band- 
specific service rules within 30 days of 
the effective date of those rules, unless 
otherwise specified by either Commis-
sion or Bureau Order. 

[68 FR 51508, Aug. 27, 2003] 

§§ 25.218–25.219 [Reserved] 

§ 25.220 Non-conforming transmit/re-
ceive earth station operations. 

(a)(1) This section applies to earth 
station applications other than ESV 
applications in which: 

(i) The proposed antenna does not 
conform to the standards of §§ 25.209(a) 
and 

(b), and/or 
(ii) The proposed power density levels 

are in excess of those specified in 
§ 25.134, § 25.211, or § 25.212, or those de-
rived by the procedure set forth in 
paragraph (c)(1) of this section, which-
ever is applicable. 

(2) Paragraphs (b) through (e) and (g) 
of this section apply to the earth sta-
tion applications described in para-
graph (a)(1) of this section, in which 
the applicant seeks transmit/receive 
authority. 

(3) Paragraphs (f) and (g) of this sec-
tion applies to the earth station appli-
cations described in paragraph (a)(1) of 
this section in which the applicant 
seeks transmit-only or receive-only au-
thority. 

(4) The requirements for petitions to 
deny applications filed pursuant to this 
section are set forth in § 25.154. 

(b) If an antenna proposed for use by 
the applicant does not comply with the 
antenna performance standards con-
tained in § 25.209(a) and (b), the appli-
cant must provide, as an exhibit to its 
FCC Form 312 application, the antenna 
gain patterns specified in § 25.132(b). 

(c) If an antenna proposed for use by 
the applicant does not comply with the 
performance standards contained in 
§ 25.209(a) and (b), the applicant must 
meet the requirements of either para-
graph (c)(1) or (c)(2) of this section to 
obtain authority to transmit. The ap-
plicant must meet the requirements of 
paragraph (c)(3) of this section to ob-
tain protection from receiving inter-
ference from adjacent satellite opera-
tors. 

(1) The applicant must provide in its 
Form 312, Schedule B, the power and 
power density levels that result by re-
ducing the values stated in §§ 25.134, 
25.211, or 25.212, whichever is applica-
ble, by the number of decibels that the 
non-compliant antenna fails to meet 
the antenna performance standard of 
§ 25.209(a) and (b), or 

(2) The applicant will not be per-
mitted to transmit to any satellite un-
less the applicant has provided the cer-
tifications listed in paragraph (e)(1) of 
this section from the operator of that 
satellite(s). 

(3) The applicant will not receive pro-
tection from adjacent satellite inter-
ference from any satellite unless the 
applicant has provided the certifi-
cations listed in paragraph (d)(1) of this 
section from the operator of that sat-
ellite(s) from which it plans to receive. 

(d)(1) If an antenna proposed for use 
by the applicant does not comply with 
the performance standards contained 
in § 25.209(a) and (b), the applicant must 
submit the certifications listed in 
paragraphs (d)(1)(i) through (d)(1)(iv) of 
this section to qualify for protection 
from receiving interference from other 
satellite systems. The applicant will be 
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